WORLD HEADQUARTERS
2100 MACK BOULEVARD
BOX 1761
ALLENTOWN, PENNSYLVANIA 18105-1761
(215) 439-3011

ORIGINAL MACK TRUCKS, INC.

CERTIFIED MAIL

February 6, 1986

Administrator, National Highway
Traffic Safety Administration

400 Seventh Street, S.UW.

Washington, D.C. 20590

Attn: VIN Coordinator
01-22 "'/V@" z:%s‘
Gentlemen: o

Subject: Vehicle Identification Number (VIN)
Coding Information - Revision A-86

Pursuant to Sections 565.5(d) and (e) of 49 CFR Part 565 - Vehicle
Identification Number - Content Requirements, Mack Trucks, Inc., a manu-
facturer of heavy duty diesel trucks of 26,000 pounds GVWR and greater,
submits the attached revision to the VIN coding information for vehicles
manufactured by Mack Trucks, Inc. and our Canadian subsidiary, Mack Canada
Inc..

The following pages have been revised to reflect additions to our
VIN coding information.

Revised Page Revision Category

Index Revised to reflect addition of
Pages B-6 and P-9

XA-1 Add manufacturer identifier 2M3

B-6 Added page and codes B196 thru B198

N-11 Added code N293

P-8 Added codes P243 thru P246

P-9 Added page and codes P247 & P248

Very truly yours,
MACK TRUCKS, INC.

S. Rob%on
Sr. Project Engineer -
Vehicle Regulations
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Attachments
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CODING INFORMATION
FOR MACK VEHICLES
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VIN CODING INFORMATION

FOR MACK VEHICLES

FIRST SECTION (VIN CHARACTERS ONE, TWO, AND THREE)
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Rev. 2/6/86

Manufacturer:

Make

Vehicle Type;

Manufacturer:

Mack

Vehicle Type:

Manufacturer:

Make

Vehicle Type:

Manufacturer:

Make

~ Vehicle Type;

Manufacturer:

Make

Vehicle Type;

Manufacturer:

Make

Vehicle Type;

Manufacturer:

Make

Vehicle Type;v

Manufacturer:

Make

Vehicle Type;

Mack Trucks, Inc.
Mack
Truck

Mack Trucks, Inc.
Mack
Incomplete Vehicle

Mack Trucks, Inc.
Mack
Glider Kit

Mack Canada Inc.
Mack
Truck

Mack Canada Inc.
‘Mack
Incomplete Vehicle

Mack Canada Inc.
Mack
Glider Kit

Renault Vehicules Industriels
Mack
Incomplete Vehicle

Renault Vehicules Industriels
Mack
Bus (Completed Vehicle)

PAGE XA-1




'VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE B-6
cODES __ B196 THROUGH ___B198
CAB 'MACK VEHICLE
CODE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
6 Cyl. - 672 CID (11.0 L)
B196 DM 600 CBE 300 BHP (224 kW) DM690X
6 Cyl. - 672 CID (11.0 L)
B197 DM 600 CBE 300 BHP (224 kW) DM690S
6 Cyl. - 672 CID (11.0 L)
B198 DM 600 CBE 300 BHP (224 kW) DM690SX




VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE N-l11
CODES _ N281 THROUGH __ N293
CAB MACK VEHICLE |
CODE {| MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION |
6 Cyl. = 672 CID {11,0 L)
N281 R 600 CBE 250 BHP (186 kW) R6 90FCS
" 6 Cyl. - 672 CID (11.0 L) j
N282 R 600 CBE 275 BEP (205 kW) R6 90F ;
6 Cyl., = 672 CID (11.0 L) ?
N283 R 600 CBE 275 BHP (205 kW) R690FC i
6 Cyl. - 672 CID (11.0 L) |
N284 R 600 CBE 275 BHD (205 kW) R6 90FCS !
6 Cyl. = 672 CID {11.0 L)
N285 R 600 CBE 300 BEP (224 kW) R6 90F
N286 R 600 CBE 300 BEP (224 kW) R6 90FC
6 Cyl. = 672 CID (11.0 L)
N287 R 600 CBE 300 BHP (224 kW) R6 90FCS
C . 6 Cyl. - 855 CID (14_00_ L) »
N288 R 700 CBE 270 BHP (201 kW) R?ﬁ?S ’
6 Cyl, - 672 CID {11.0 1) ;
N289 R 600 CBE 275 BHP (205 kW) R688ST
6 Cyl, = 672 CID {(11.0 L) i
N290 R 600 CBE 275 BHP {205 kW) R688T ;
6 Cyl, = 672 CID (11.0 L) i
N291 R 600 CBE 275 BHP {205 kW) R688FC §
6 Cyl, - 672 CID {11.0 L) :
. 6 Cyl. - 672 CID (11.0 L) :
N293 R 600 CBE 260 BHP (194 kW) R6T1FCS §
!
i
3’

Rev. 4/19/84
Rev. 2/6/86




VIN CODING INFORMATION

FOR MACK VEHICLES

Rev. 3/20 g5

PAGE p-S8
CODES P230 THROUGH __P246
CAB MACK VEHICLE
coDE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
Cyl. = 672 CID {11.0 L) |
P230 RD 600 CBE 275 BHP (205 kW) RDGSSP
Cyl. = 672 CID (11.0 L)
| Cyl. = 672 CID (11,0 L)
P232 RD 600 CBE 275 BEP (205 kW) RD688SX
P233 RD 800 CBE Cyl. - 672 CID (11.0 L) RD886S
275 BHP (205 kW)
Cyl. = 672 CID (11.0 L)
@ P234 RD 800 CBE 75 BEP (205 kW) RD886 SX
Cyl. = 672 CID (11.0 L)
P235 RD 800 CBE | 75 BEP (205 ki) RD8866 S
Cyl., = 672 CID (11.0 L)
P236 RD 800 CBE 275 BEP (205 kW) RD88665X
| Cyl. - 636 CID (10.4 L)
p237 RD 400 CBE 210 BHP (157 ki) RD492RP
Cyl. - 636 CID (10.4 L)
P238 || RD 400 CBE 270 BHP (157 kW) RD492P
» Cyl. - 636 CID (10.4 L)
. P239 || RD 400 CBE 225 BHP (168 ki) RD492RP
Cyl. - 636 CID (10.4 L)
P240 RD 400 CBE 250 BHP (186 ki) RD492RP
Cyl. - 636 CID (10.4 L)
P241 RD 400 CBE 225 BHP (168 ki) RD492P
Cyl. - 636 CID (10.4 L)
P242 RD 400 CBE 250 BHP (186 Ki) RD492P
Cyl. - 855 CID (14,0 L)
P243 RD 800 | CBE 350 BHP (261 kW) RD867S
Cyl. - 855 CID (14.0 L)
P244 RD 800 | CBE 350 BHP (261 kW) RD867SX
Cyl. - 672 CID (11.0 L)
P245 RD 600 | CBE 300 BHP (224 kW) RD688P
Cyl. - 672 CID (11.0 L)
P246 RD _ 600 | CBE 350 BHP (261 kW) RD68SP
Rev. 7/11/84  Rev. 2/6/86




VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE P-9
CODES ___P247 THROUGH __P248
CAB- MACK VEHICLE
CODE |} MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
6 Cyl. - 855 CID (14.0 L)
P247 RD 800 CBE 250 BHP (186 kW) RD834RSX
6 Cyl. - 855 CID (14.0 L)
P248 RD 800 CBE (Indian Engine) RD8OORSX




